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standards of performance establish the
quantity or quality of pollutants or
pollutant properties, controlled by this
section, which may be discharged by a
new source subject to the provisions of
this subpart:

Effluent characteristic Effluent limitations

Not to exceed 50 mg/I.
Within the range 6.0 to 9.0.

(b) Any overflow from facilities de-
signed, constructed and operated to
treat to the applicable limitations the
precipitation and runoff resulting from
a 10-year, 24-hour precipitation event
shall not be subject to the limitations
of this section.

[42 FR 10681, Feb. 23, 1977]

§411.36 Pretreatment
new sources.

Any new source subject to this sub-
part that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

[60 FR 33951, June 29, 1995]

§411.37 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology.

The following limitations establish
the quantity or quality of pollutants or
pollutant properties, controlled by this
section, which may be discharged by a
point source subject to the provisions
of this subpart after application of the
best conventional pollutant control
technology.

(a) Subject to the provisions of para-
graph (b) of this section, the following
limitations establish the quantity or
quality of pollutants or pollutant prop-
erties, controlled by this section,
which may be discharged by a point
source subject to the provisions of this
subpart after application of the best
conventional pollutant control tech-
nology.

standards for

Effluent limitations

Effluent characteristic

Not to exceed 50 mg/I.
Within the range 6.0 to 9.0.

(b) Any untreated overflow from fa-
cilities designed, constructed and oper-

40 CFR Ch. | (7-1-06 Edition)

ated to treat the volume of runoff from
materials storage piles which results
from a 10-year, 24-hour rainfall event
shall not be subject to the pH and TSS
limitations stipulated in paragraph (a)
of this section.

[39 FR 6591, Feb. 20, 1974. Redesignated and
amended at 44 FR 50741, Aug. 29, 1979]
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§412.1 General applicability.

This part applies to manure, litter,
and/or process wastewater discharges
resulting from concentrated animal
feeding operations (CAFOs). Manufac-
turing and/or agricultural activities
which may be subject to this part are
generally reported under one or more
of the following Standard Industrial
Classification (SIC) codes: SIC 0211, SIC
0213, SIC 0214, SIC 0241, SIC 0251, SIC
0252, SIC 0253, SIC 0254, SIC 0259, or SIC
0272 (1987 SIC Manual).

§412.2 General definitions.

As used in this part:

(a) The general definitions and abbre-
viations at 40 CFR part 401 apply.

(b) Animal Feeding Operation (AFO)
and Concentrated Animal Feeding Oper-
ation (CAFO) are defined at 40 CFR
122.23.

(c) Fecal coliform means the bacterial
count (Parameter 1) at 40 CFR 136.3 in
Table 1A, which also cites the approved
methods of analysis.

(d) Process wastewater means water
directly or indirectly used in the oper-
ation of the CAFO for any or all of the
following: spillage or overflow from
animal or poultry watering systems;
washing, cleaning, or flushing pens,

§412.2

barns, manure pits, or other CAFO fa-
cilities; direct contact swimming,
washing, or spray cooling of animals;
or dust control. Process wastewater
also includes any water which comes
into contact with any raw materials,
products, or byproducts including ma-
nure, litter, feed, milk, eggs, or bed-
ding.

(e) Land application area means land
under the control of an AFO owner or
operator, whether it is owned, rented,
or leased, to which manure, litter, or
process wastewater from the produc-
tion area is or may be applied.

(f) New source is defined at 40 CFR
122.2. New source criteria are defined at
40 CFR 122.29(b).

(g) Overflow means the discharge of
manure or process wastewater result-
ing from the filling of wastewater or
manure storage structures beyond the
point at which no more manure, proc-
ess wastewater, or storm water can be
contained by the structure.

(h) Production area means that part of
an AFO that includes the animal con-
finement area, the manure storage
area, the raw materials storage area,
and the waste containment areas. The
animal confinement area includes but
is not limited to open lots, housed lots,
feedlots, confinement houses, stall
barns, free stall barns, milkrooms,
milking centers, cowyards, barnyards,
medication pens, walkers, animal
walkways, and stables. The manure
storage area includes but is not limited
to lagoons, runoff ponds, storage sheds,
stockpiles, under house or pit storages,
liquid impoundments, static piles, and
composting piles. The raw materials
storage area includes but is not limited
to feed silos, silage bunkers, and bed-
ding materials. The waste containment
area includes but is not limited to set-
tling basins, and areas within berms
and diversions which separate
uncontaminated storm water. Also in-
cluded in the definition of production
area is any egg washing or egg proc-
essing facility, and any area used in
the storage, handling, treatment, or
disposal of mortalities.

(i) Ten (10)-year, 24-hour rainfall event,
25-year, 24-hour rainfall event, and 100-
year, 24-hour rainfall event mean pre-
cipitation events with a probable re-
currence interval of once in ten years,
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